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- Low cost and low power insertion flowmeter 

- Bidirectional flowmeter 

- Measurement Range from 0.1  to 1.8 m/sec 

- Open collector outputs for interfacing to datalogger unit or RTU 

- RS-485 serial interface for programming  and data control in Modbus 

protocol 

- User-friendly software for programming and data analyzing 

- Simple hydraulic operations for pipe preparing  

- Hot tap insertion without interrupting the water flow 

- Housed in IP68 stainless steel enclosure 
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The WPF flowmeter is an instrument 

created specifically for low-power 

applications and is essential in the 

monitoring of the water grids. 

Created for the districtualization of 

water grids, its low cost and simplicity of 

installation make it interesting also for 

general applications. 

The installation requires simples 

hydraulic operations and the insertion, setup and activation can be performed without 

interrupting the water flow. 

The setup and control software helps the user in setting operations in order to optimize the 

operation of the instrument according to the specific need water flow. 

________________________________________________________________________________ 

Instrument type   flowmeter bi-directional  

Range of use     0.1 - 1.8 m/sec 

Accuracy    better than the 5% on reading in the 70% of measuring range  

Precision    better than the 4% on reading in the 70% of measuring range 

Power supply    3.6Vcc (lithium battery) 

Power consumption in stand-by less than 5mW 

Power consumption in sampling less than 30mW 

Open collector outputs  n. 2: speed and flow direction 

Max output frequency  30 Hz 

Min period between reading  2 sec 

Interface    RS-485 for configuration and data exchange, Modbus protocol 

Operation temperature  -10 - 45 °C 

Storage temperature   -20 - 60 °C 

Housing    Stainless steel INOX AISI316; diameter 22mm, length 435mm 

     Other length on request 

Housing Degree of protection IP68 

Weight    600 g without battery 

 

 

 

Main applications: 

- Districtualization of water grids 

- Monitoring of piping 

- Low power flow metering 

  


